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MATERIAL SAFETY DATA SHEET
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LIQUID METAL PART A

Product Name:


Liquid Metals, Part A.

UN Number:



Free

Dangerous Goods Class:

N/A

Subsidiary Risk:


N/A

Hazchem Code:


N/A

Poisons Schedule Number:
Not Specified

Chemical Name:


None

Manufacturer:


LIQMET Pty. Ltd.

PHYSICAL DESCRIPTION/ PROPERTIES

Appearance:




Odour:


Faintly aromatic

Boiling Point:


N/A

Evaporation Rate:

N/A

Vapor Pressure:

N/A

Specific Gravity:
1. 60 3.0 gms/cc. (water = 1.00) Deg. C. Method – Pensky Martens Closed 

Flammable Limits:



% by Volume in Air

N/A

Water Solubility:

Insoluble

Vapor Density (Air – 1):
N/A

Other Properties:

Product is effectively non flammable.

Extinguishing Media:
Water Mist, Foam, CO2, Dry Chemical

Autoignition Temperature:



Unknown

Hazardous Descomposition Products:
Carbon Monoxide, Carbon Dioxide

HEALTH HAZARD INFORMATION

RISK

Eyes:

May cause irritation and burns to the eyes. The product is considered to be a slight hazard to eye contact. Corneal damage is unlikely.

Skin:

In some individuals prolonged skin contact may cause blistering  of the skin and or cause a rash.

Generally, the product is considered to be a slight hazard to skin contact through its normal use.

Inhaled:

Not a hazard at normal working temperatures. The inhalation of vapors at elevated temperatures should be avoided.

Swallowed:

Harmful if swallowed. Single dose oral toxicity is not known.

Chronic Effects:

Susceptible individuals may develop allergic reactions such as dermatitis or asthma like symptoms on a single significant skin exposure.

EMERGENCY FIRST AID PROCEDURES

Eye contact:

Immediately flush with plenty of fresh clean water at least 15 minutes. Obtain prompt medical attention.

Skin contact:

If on the skin, immediately wash off with plenty of soap and water. The use of solvent to wash the skin should be avoided. Remove contaminated clothing. Wash closing before re-use.
Swallowed:

Do not induce vomiting. If patient is conscious give a glass of water. Transport to doctor immediately. For further advice, call the local Poisons Information Center.

Inhalation: 

Allergic response in some individuals. Seek medical advice.

Note to Doctor: Treat symptomatically.

TOXICITY DATA

Oral toxicity data on the product show it to be of low toxicity.

Oral LD50 (Rat):


Greater than 4 000 mg./kg.

Skin LD 50 (Rat):


20 000 mg./kg.

PRECAUTIONS FOR USE

Exposure Standards: TLV (Work safe /ACGIH) N/A

Exposure Limits: STEL (Worksafe/ACGIH) N/A

Engineering Controls: 

Use with adequate ventilation to control exposure levels. In confined spaces, use local mechanical ventilation at the source. State regulations on speed and direction of air flow away from operations should be observed.

Personal Protection:

Avoid contact  with the skin or eyes and avoid breathing the vapor. Wear goggles or a face shield, impervious gloves and protective closing

Where sufficient ventilation is not available in enclosed spaces, the wearing of an approved respiratory device as per AS 1716 is highly recommended.

SAFE HANDLING INFORMATION

Storage Segregation:

Store in a cool, dry place. Reseal containers after use. Do not store with the food stuffs.

Packaging and Labeling:

None specified. Product is not included in the Australian Dangerous Goods Code.

Other precautions:

Do not transfer to non approved unlabeled containers.

Keep out of reach of children.

Exercise good workplace housekeeping rules.

TRANSPORT

Australian Transport Code:

UN No Free







Class – N/A







Packaging Group – N/A







Hazchem Code – N/A







G.T. EPG – N/A

SPILL, LEAK AND DISPOSAL INFORMATION

Absorb on or mix with earth, sand, or other absorbent material. Sweep up and shovel into containers for disposal. Wash area with water and detergent. Wear protective clothing when dealing with a spill. Dispose of contaminated waste in accordance with local  and state regulations. Do not incinerate waste build up.

FIRE AND EXPLOSION DATA

Unusual Fire or Explosion Hazards:

At elevated temperatures, such as in a fire situation, violent rupture of the containers may occur from internal pressure build up.

REACTIVITY DATA

Excessive or deliberate exposure to heat will degrade the product. Under conditions of imperfect combustion or pyrolysis, carbon monoxide, and carbon dioxide may be evolved. Hazardous polymerization will not self ignite.


End MSDS

CONTACT
LIQMET PTY LTD

Phone: (612) 4285 9091,  fax: (612) 4285 9948
Street address: 5/7 Pioneer Rd., Bellambi, NSW 2518, Australia.                                                                 Postal address: PO Box 257, Woonona, NSW 2517, Australia.
email: tech@liqmet.com, web site: www.liqmet.com



IMPORTANT NOTICE





LIQMET has made every effort to ensure the accuracy of the foregoing information. No warranties of accuracy are made or inferred. No representations or warranties, either expressed or implied, are made as to the chemical or physical changes that may occur during the transportation, storage, and or the use of this material after it leaves the companies control.


LIQMET PTY LTD will not be responsible for damage of any nature resulting from use  of or reliance upon information. No expressed or implied warranties are given other than those implied mandatory by Commonwealth, State or Territory legislation.
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